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 Dimensional Tolerances: 

Internal and external rounded corners increase
animal safety and comfort when using the trough

Concrete Drinking Troughs are robust and
will not lose their shape, withstanding any
movement by livestock

Easy to drain and clean. All you have to do is
remove the tapered solid rubber bung to drain,
and rounded inner corners also make our troughs
easier to clean

All troughs are reinforced using polymer
fibre and reinforced steel to achieve
maximum tensile strength

All valves are mounted onto a steel galvanised
bracket bolted to the top rim of the trough The
valve protection concrete cover is fully removable
for ease of access

All Murphy Precast troughs are
manufactured to 40N certified EN 206
concrete

Office hours: Mon-Fri 08.00 -17.00
info@murphyprecast.ie

CONCRETE DRINKING TROUGHS

Nationwide Delivery   Easy Install   Weather Resistant   Available in 6 Sizes

Concrete Drinking Troughs

DATASHEET 

www.murphyprecast.ie

30 Gallon Trough
1450mm long, 650mm wide, 330mm depth

70 Gallon Trough
 2110mm long, 650mm wide, 500mm depth

150 Gallon Trough
1920mm long, 1020mm wide, 610mm
depth

300 Gallon Trough
2580mm long, 1220mm wide, 740mm depth

400 Gallon Trough
3330mm long, 1200mm wide, 750mm depth

500 Gallon Trough
4140mm long, 1200mm wide, 750mm depth


